
FMM1-PV DC Breaker (DC MCCB) 

Specification

FMM1-PV-125

125A

60/ 80/ 100/ 125

FMM1-PV-225

225A

125/ 160/ 200/ 225

FMM1-PV-400

400A

225/ 250/ 300/ 350/ 400

FMM1-PV-630

630A

400/ 500/ 630

500V, 1000V   

1500V   

8kV   

3550V 

M

H

R

35

35

65

M

H

R

35

15

65

Yes   

-25℃~ +50℃ 

IP20   

≥50   

20ln   

Fixed type   

IEC60947-2、IEC60947-1、GB14048.1、GB14048.2

Isolator Capacity

Operating Temperature

Protection Grade

Flashover Distance

Instantaneous Action Value

Installation Method

Technical Standard

Short-Circuit Breaking Capacity
(kA) Icu( 1cs=75%Icu)

Type

Max Ralated Current

Related Current In (A)

Related Working Voltage Ue (VDC)

Related Insulated Voltage Ui (V)

Rlated Impulse Withstand Voltage

Test Voltage One Minute (V)

FLY1-PV DC Surge Protect Device(DC SPD)

Specification

Type                                                                                              

Pole

Rated Voltage

Max Operating Voltage

Discharge Current

Protection Level

Operating Temperature

Relative Humidity

Installation Method

Window Indicates

Degree of Protection

Leakage

FLY1-PV-C40

2P 3P

DC 600V, 800V, 1000V, 1200V, 1500V       

DC 630V, 840V, 1060V, 1260V, 1580V       

5kA --- 60kA  

≤1.5KV ≤3.0KV, ≤3.2KV

-40℃ to +85℃ 

≤95% (25℃)       

35mm Din Rail       

Normal: Green   Feailure: Red       

IP20       

＜20 
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DC MCCB 125-630A DC Surge Protect Device (SPD) 


